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Materials
1 Handwheel ABS

2 Plug ABS

3 Screw Steel UNI EN 20898-1

4 Graduated Scale PP + Glass 
Fibres

5 Stem Brass CuZn39Pb3 UNI EN 12164

6 Spring Tightener Brass CuZn39Pb3 UNI EN 12164

7 Spring Stainless Steel AISI 302

8 Nipple Brass CuZn39Pb3 UNI EN 12164

9 Elastic Fixer Stainless Steel AISI 304

10 Spring Holder Brass CuZn39Pb3 UNI EN 12164

11 Diaphragm Cloth NBR

12 Diaphragm Ring POM

13 Cartridge POM + Glass 
Fibres

14 Obturator Brass CuZn39Pb3 UNI EN 12164

15 Gasket Holder Brass CuZn39Pb3 UNI EN 12164

16 Gasket NBR ASTM D2000

17 Pawl Stainless Steel AISI 304

18 Body Brass CuZn40Pb2 UNI EN 12165

19 Plug Brass CuZn39Pb3 UNI EN 12164

20 Filter Stainless Steel AISI 304

21 O-Ring (x5) NBR ASTM D2000

Dimensions
DN Size S H Kg

15 1/2" 75 120 0.94

20 3/4" 85 150 1.60

25 1" 89 160 1.72

32 11/4" 125 220 3.22

40 11/2" 130 220 3.40

50 2" 138 250 5.06

65 21/2" 145 260 5.35

80 3" 177 285 5.80

100 4" 190 310 6.88

Stainless Steel Seat, Piston Type, BSP Female Ends, Brass Body, Stainless 
Steel Stem above 1", Max Inlet 25 Bar, Max Outlet 0.5 -  6 Bar, Max 
Temperature -10°C to +80°C

Brass 
Pressure Reducing Valve
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